Product Service

Compliance Document
No. D 001965 0016 Rev. 01

Holder of Certificate: Shenzhen Senergy Technology Co., Ltd.
Room 405, Building A
Co-talent Creative Park
No.2, LiuXian Road, Block 68, Xin'an Street
Bao'an District
518101 Shenzhen
PEOPLE'S REPUBLIC OF CHINA

Product: Converter
(PV grid-interactive inverter)

This Compliance document confirms the compliance with the listed standards on a voluntary basis. It
refers only to the sample submitted for testing and certification and does not certify the quality or
safety of the serial products. For details see: www.tuvsud.com/ps-cert

Test report no.: 64290203084802
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) No. D 001965 0016 Rev. 01
o Model(s): SE 1KTL-S1, SE 1K5TL-S1, SE 2KTL-S1,
Q SE 2K5TL-S1, SE 3KTL-S1, SE 3K6TL-S1,
g SE 3KTL-D1, SE 3K6TL-D1, SE 4KTL-D1,
— SE 4K6TL-D1, SE 5KTL-D1, SE 6KTL-D1
- )
o Parameters:
L Model: SE 1KTL- | SE 1K5TL- | SE 2KTL- | SE 2K5TL- | SE 3KTL- | SE 3K6TL-
W : S1 S1 S1 S1 S1 S1
* \')":l‘t’gg“e“m rated d.c.input | g6 vqc. | 600vdc. | 600Vdc. | 600Vdc. | 600Vdc | 600 Vd.c.
PV input MPPT operating | 70 ~ 580 70 ~ 580 70 ~ 580 70 ~ 580 70 ~ 580 70 ~ 580
: voltage range Vd.c. Vd.c. Vd.c. Vd.c. Vd.c. Vd.c.
> i'\r’]'sﬂrzt‘j:‘:e?\?era“”g PV 13 Ad.c. 13 Ad.c. 13 Ad.c. 13 Ad.c. 13 Ad.c. 13 Ad.c.
> Maximum total PVarray | 4504 | 15adc. | 15Adc. | 15Adc. | 15Adc. | 15Adc.
le. s-c current
a.c. output voltage range | 230 Va.c. 230 Va.c. 230 Va.c. 230 Va.c. 230 Va.c. 230 Va.c.
N
- #2322:;30 output 50/60 Hz | 50/60 Hz | 50/60Hz | 50/60Hz | 50/60 Hz | 50/60 Hz
o. Maximum continuous a.c.| 4 g aac | 72Aac. | 95Aac. | 11.9Aac. | 143 Aac. | 17.2 Aac.
(S output current
(&) Nominal output acti
ominat oulput active 1 KW 1.5 KW 2 kW 2.5 kW 3 kW 3.6 kW
‘ power Py
Power factor 08ind.~ | 08ind.~ | 08ind.~ | 08ind.~ | 08ind.~ | 0.8ind. ~
'HH'IH] 0.8 cap. 0.8 cap. 0.8 cap. 0.8 cap. 0.8 cap. 0.8 cap.
f?’gug Model: SE 3KTL- | SE 3K6TL- | SE 4KTL- | SE 4K6TL- | SE 5KTL- | SE 6KTL-
e ' D1 D1 D1 D1 D1 D1
(l]=o i i
5 votage T od ¢ MPUL] 600 vd.c. | 600 Vdc. | 600Vdc. | 600Vdc. | 600Vdc. | 600 Vdec.
[T
PV input MPPT operating | 70 ~ 580 70 ~ 580 70 ~ 580 70 ~ 580 70 ~ 580 70 ~ 580
’ voltage range Vd.c. Vd.c. Vd.c. Vd.c. Vd.c. Vd.c.
Maximum operating PV | 15, 5 aqc [ 13 x2 Adcc. | 13 x2 Adc. | 13 x2 Ad.c. | 13 x2 Ad.c. | 13 x2 Ad.c.
LLI input current
~ Maximum total PVarray | 15, 5 aqc |15 x 2 Ad.c. |15 x 2 Ad.c. |15 x 2 Ad.c. | 15 x 2 Ad.c. |15 x 2 Ad.c.
<L s-c current
(&) a.c. output voltage range 230 Va.c. 230 Va.c. 230 Va.c. 230 Va.c. 230 Va.c. 230 Va.c.
™ ][\lom'”a' a.c. output 50/60 Hz | 50/60Hz | 50/60 Hz | 50/60Hz | 50/60Hz | 50/60 Hz
— requency
- Maximum continuous a.c. | 14 3 aac | 167 Aac. | 191 Aac. | 21.95Aac. | 238Aac. | 286 Aac.
o output current
Nominal output acti
o ominat oulput active 3 kW 368kW | 4.0KkwW 4.6 kW 5.0 kW 6.0 kKW
(&) power Py
Power factor 0.8ind. ~ 0.8ind. ~ 0.8ind. ~ 0.8ind. ~ 0.8ind. ~ 0,8ind. ~
‘ 0.8 cap. 0.8 cap. 0.8 cap. 0.8 cap. 0.8 cap. 0,8 cap.
=
~ Tested UNE 206007-1 IN:2013
e dina to: UNE 206006 IN:2011
TS according to: RD 1699:2011
— RD 661:2007
- RD 413:2014
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 TÜV SÜD America Inc. 
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 Peabody, MA 01960 USA 
 
 TÜV SÜD PSB Pte Ltd 
 1 Science Park Drive 
 Singapore 118221 
 
 TUV SUD BABT 
 Octagon House 
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 Fareham 
 Hampshire 
 PO15 5RL 
 United Kingdom 
 
 TÜV SÜD Certification and Testing (China) Co. Ltd. 
 No. 10 Huaxia Rd.(m) 
 Xishan District 
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 Jiangsu 
 P.R.China 
 
 TÜV SÜD DO BRASIL SFDK 
 Rua do Tesouro, 23 - 17° andar 
 São Paulo - SP 
 01013-020 
 Brasil
	
This certificate has been digitally signed by TÜV SÜD Product Service GmbH on behalf of the certificate issuing certification body as named in the pdf document's footer.
 
The sole responsiblity for the content of the certificate is with the certificate issuing certification body.




