


6 RS485 CONNECTION RS485 communication address setting

@ Go to Console > Communication Setting > RS485 Setting > Modbus Page, check the Modbus address (the default value is 1), and click
RS485 Terminal Overview to modify the address as required.

@

Rear: 0.00kWh ¥ Maintenance >
Please connect the RS485 8.0 mm 7.5 mm 0.5 mm @  Basic Seting ModBus
. —] e/ mm+ 05 mr 2 Access Management > 1
signal cables at the rear N — .
: : : o () Communication Setting > F RS485 Setting
side of this terminal. ,—@ = () ModBus Address
— L mber range is 1 to 2
0.00W = ' Grid Parameters > Number range is 1 to 24
BB Feature Parameters >
Cancel OK
Basic v o
- - @ Current Power 0.00W L Power Limit ”
Pin Inverter Pin Inverter Peak Power 0.00W £ Reactive Power Control >
6 DIIO 12 PE \‘ E-Today 0.00Wh
5 ALM 1A At E-Total 0.00kWH N Masking Fault Detection >
4 EXT_SIG 10 B Temperature -20.00°C = Other Setting >
3 DR 9 A AN . Remove sealing plugs o o
> DIl s B / ~ Logout
¥ Jdu ~ (] fed
1 GNDS 7 PE Quick Setup Chart  Home  Log | Console sl it b e fod
Y| Quick Setup  Chart Home Log  Console

@ O - ® %gf 7 WIFI/GPRS/4G MODULE INSTALLATION (OPTIONAL)

D Note: for details, please refer to the corresponding Module Installation Guide in the packing.
The appearance of actual modules may be slightly different. The figure shown here is only for illustration.

@ 2 x M4 screws: 0.8 N'm
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8 STARTUP/SHUTDOWN PROCEDURE

RS485 communication address setting Inspection Startup Procedure
No. Items Supply [ otlr ]
Main Switch t |
@ Download the APP. 1 The inverter is firmly installed. (See if there's any on site)
* Scan the QR code on the inverter to download the APP. 2 There is enough heat dissipation space, no external objects ® DC Switch
¢ Download the APP from the App Store or Google Play. or parts left on the inverter.
Note: 'the A}"P should access sgme permissions such as inverter’s location. You need to grant all rights in all pop-up windows 3 Itis convenient for operation and maintenance. D AC Circuit
when installing the APP or setting your phone. Breaker
@ Power on the inverter. 4 The wiring of the system is correct and firm. o
5 Check whether the DC and AC connections are correct with = -
(3 Connect the Inverter. . . . S 2w
Enable the Bl h b dth he APP. N foll. he i . bel. a multimeter, and ensure that there is no short circuit, break, or @ LED icon: @ Synchronize inverter time
nable the Bluetooth on your phone, and then open the . Next, follow the mstructions below. wrong connection. Blue on (normal status) via APP
XXX 6 Check whether the waterproof nuts of each part are tightened. Shutdown Procedure
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B password N T 8  All safety labels and warning labels on the inverter are complete
Remember Password Inverter Time Wrong and without occlusion or alteration. ® DC Switch
LOGIN want to synchronize date and
8 o After the inverter is powered off, the remaining electricity and AC Circuit
. REGISTHERINEWICSERS CANCEL Ok heat may still cause electric shock and body burns. 2 Breaker
S Can not find inverter code ) . ) If need to disconnect the inverter cables, please wait at least 30 \
DC-Input v minutes before touching these parts of inverter. 9
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As the technology is constantly updated and improved, the illustrations in this document are for reference only. Contents including illustrations in this document
are subject to change without notice. For more details, please refer to the updated User Manual. 614-00640-03




