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Technical Specifications

9   Technical Specifications
M odel Name

30KTL-
T3/K

30KTL-
T3/G2

40KTL-
T3/G2

50KTL-
Q3/G2

60KTL-
Q3/G2

25KTL-TL3
30KTL-
QL3/G2

36KTL-
QL3/G2

 60KTL-
QH3/G2

Max.Input Voltage 1100 V DC

MPPT Voltage Range
(180 to 1000)

V DC

Numbers of MPPT input 3 4

Max. numbers of input strings 6 8

Max.Input Current
40 A + 2 * 32

A
40 A + 3 *

32 A
40 A + 3 *

32 A
40 A + 3 *

32 A

Shorted Input Current
50 A + 2 * 45

A
50 A + 3 *

45 A
50 A + 3 *

45 A
50 A + 3 *

45 A

Rated Output Voltage 480 V AC

Rated Output Frequency
50 Hz / 60

Hz

Max.Output Current 51 A 51 A 67.5 A 84.3 A 92 A 73 A 87.7 A 92 A 80.3 A

Rated.Output Power 30 kW 30 kW 40 kW 50 kW 60 kW
23 kW / 25
kW / 27 kW

28 kW / 30
kW / 32 kW

33 kW / 35
kW / 36 kW

60 kW

Max.Apparent Power 30 kVA 33.4 kVA 44.5 kVA 55.6 kVA 66.7 kVA
26.3 kVA /
27.8 kVA /
30.4 kVA

31.6 kVA /
33.4 kVA /
36.4 kVA

33.2 kVA /
35.1 kVA /
38.3 kVA

66.7 kVA

Grid frequency  range

THDI

current  DC off-sets

Adjustable power factor range

DC switch

Anti-islanding protection

AC Overcurrent protection

AC short circuit protection

DC reverse connection

Surge Arrester

Insulation impedance detection

Leakage current protection

AFCI

Topology

Protection grade

Power consumption at night

Cooling type

Operating temperature range

Operating relative humidity
range

Max. operation altitude

Noise emission

Dimensions (W*H*D)

Weight (±1.5 kg) 41.5 kg 43 kg 42 kg 41.5 kg 42 kg

Display

Communication

Input(PV)

1100 V DC 800 V DC

(180 to 1000) V DC (180 to 800) V DC

> 0.99@full load power (adjuestable 0.8 LG to 0.8 LD)

380 / 400 / 415 V AC 208 / 220 / 240 V AC

3 4 4

6 8 8

40 A + 2 * 32 A 40 A + 3 * 32 A

50 A + 2 * 45 A 50 A + 3 * 45 A

50 Hz / 60 Hz 50 Hz / 60 Hz

(45 to 55) Hz / (55 to 65) Hz

< 5 % Rated power

<  0.5 % In or 50 mA

Pr otect ion

Gener al

HM I &  COM

Output(Gr id)

Support

Support

Support

Support

Support

DC Type�ß; AC Type �ß

Support

Support

Support (optional)

Non-isolated

IP66

<1W (without night communication)

30K: < 35 dB; 40/50K: < 50 dB; 60K: < 55 dB

30K/40K/50K/LV25K: 635 mm * 530 mm * 224 mm
60K/LV30-36K/HV60K: 635 mm * 530 mm * 233 mm

LED / LCD (optional)

Bluetooth &  WiFi, RS485 / 4G (optional)

natural-cooling fan-cooling

31.5 kg 42 kg

-25 �Ô to 60 �Ô (> 45 �Ô derating)

0% to 100%

4000 m


